
	  

	  
	  

Product	  Number:	  703	  

Product	  Name:	   	  M-‐1	  Latex	  Paint	  Additive	  &	  Extender	  

	  

USE	  AND	  SAFETY	  INFORMATION	  
Sunnyside	  Latex	  Paint	  Additive	  &	  Extender	  allows	  thick	  latex	  paints	  to	  be	  applied	  smoothly	  by	  brush	  or	  
roller,	  and	  improves	  spray	  application	  of	  thick	  water	  borne	  paints.	  Sunnyside	  Latex	  Paint	  Additive	  &	  Extender	  
will	  not	  affect	  overall	  drying	  time,	  but	  will	  extend	  “wet	  edge”	  or	  application	  time	  of	  water	  base	  coatings.	  	  

Directions:	  NOT	  FOR	  USE	  IN	  OIL	  BASE	  COATINGS.	  SHAKE	  WELL	  PRIOR	  TO	  USE.	  Add	  2	  to	  6	  ounces	  per	  gallon	  of	  
latex	  paint	  or	  primer.	  Can	  also	  be	  used	  with	  other	  water	  base	  stains,	  varnishes,	  and	  epoxies.	  Always	  test	  a	  small	  
amount	  of	  coating	  for	  compatibility	  and	  affect	  on	  coating	  and	  its	  application	  before	  starting	  job.	  Clean	  up	  with	  
water.	  

CAUTIONS:	  CONTAINS	  PROPYLENE	  GLYCOL,	  WETTING	  AGENTS	  AND	  FLOW	  ADDITIVES.	  May	  cause	  eye	  and	  
skin	  irritation.	  Do	  not	  transfer	  to	  unlabeled	  containers.	  Close	  container	  after	  use.	  

WARNING:	  THIS	  PRODUCT	  CONTAINS	  CHEMICALS	  KNOWN	  TO	  THE	  STATE	  OF	  CALIFORNIA	  TO	  CAUSE	  CANCER	  
AND	  BIRTH	  DEFECTS,	  OR	  OTHER	  REPRODUCTIVE	  HARM.	  

Safety	  and	  First	  Aid:	  Eye	  and	  skin	  protection	  are	  recommended.	  Avoid	  eye	  contact.	  If	  eye	  contact	  occurs,	  
immediately	  flush	  with	  plenty	  of	  water	  for	  15	  minutes	  and	  get	  medical	  attention.	  Avoid	  prolonged	  or	  repeated	  
skin	  contact.	  If	  skin	  contact	  occurs,	  wash	  with	  soap	  and	  water.	  Do	  not	  take	  internally.	  If	  swallowed,	  do	  not	  
induce	  vomiting.	  CALL	  A	  PHYSICIAN	  IMMEDIATELY.	  Provide	  adequate	  ventilation	  if	  used	  in	  a	  confined	  area.	  

KEEP	  OUT	  OF	  REACH	  OF	  CHILDREN.	  
VOC:	  7g/L	  	  
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Номер продукту: 703

Назва продукту:   M-1 Latex Paint Additive & Extender  
Добавка подовжувач часу висихання фарби

ІНФОРМАЦІЯ З ВИКОРИСТАННЯ ТА БЕЗПЕКИ
Sunnyside Latex Paint Additive & Extender дозволяє рівномірно наносити густі латексні фарби пензлем або валиком 
і покращує нанесення розпиленням густих водних фарб. Добавка подовжувач висихання латексної фарби Sunnyside 
не впливає на загальний час висихання, але подовжить «мокрий край» або час нанесення покриттів на водній 
основі.

Вказівки: НЕ ДЛЯ ВИКОРИСТАННЯ В ПОКРИТТЯХ НА МАСЛЯНІЙ ОСНОВІ. ПЕРЕД ВИКОРИСТАННЯМ ДОБРЕ ЗТРУСІТЬ. 
Додайте від 2 до 6 унцій на галон (16-48 мл на літр)  латексної фарби або ґрунтовки. Також можна використовувати 
з іншими морилками на водній основі, лаками та епоксидними смолами. Завжди перевіряйте невелику кількість 
засобу на сумісність і вплив на покриття та його нанесення перед початком роботи. Очистити водою.

ЗАСТЕРЕЖЕННЯ: МІСТИТЬ ПРОПІЛЕНГЛІКОЛЬ, ЗМОЧУВАЛЬНІ АГЕНТИ ТА ДОБАВКИ ДЛЯ ПОТОКУ. Може викликати 
подразнення очей і шкіри. Не переливайте в контейнери без етикеток. Закрити контейнер після використання.

Безпека та перша допомога: рекомендується захистити очі та шкіру. Уникайте контакту з очима. У разі потрапляння 
в очі негайно промийте їх великою кількістю води протягом 15 хвилин і зверніться до лікаря. Уникайте тривалого 
або повторного контакту зі шкірою. У разі потрапляння на шкіру промийте водою з милом. Не приймати всередину. 
У разі проковтування не викликати блювоту. НЕГАЙНО ВИКЛИЧІТЬ ЛІКАРЯ. Забезпечте належну вентиляцію, 
якщо використовується в замкнутому приміщенні.

ЗБЕРІГАТИ В НЕДОСТУПНОМУ ДЛЯ ДІТЕЙ МІСЦІ.


